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This application is a continuation of International Patent Application 
No. PCT/EP99/08716, filed November 12, 1999, in the European Patent Office; additionally, 
Applicants claim the right of priority under 35 U.S.C. § 1 19(a) - (d) based on patent application 
No. 98121936.3, filed November 19, 1998, in the European Patent Office; further, Applicants 
claim the benefit under 35 U.S.C. § 1 19(e) based on prior-filed, copending provisional 
application No. 60/1 10,169, filed November 27, 1998, in the U.S. Patent and Trademark Office; 
the contents of all of which are relied upon and incorporated herein by reference. 



BACKGROUND OF THE INVENTION 



Field of the Invention- 



Page 1, line 6, add section subheading - Description ofthe Kelated Art - prior to the start 
of the paragraph beginning "As is known, a tyre " 

Page 5, line 23, add section heading - SUMMARY OF THE INVENTION - prior to the 
start ofthe paragraph beginning "The Applicants, in the light of/^" 

Page 12, line 1 1, add section heading - BRIEF DESCRIPTIjg4 OF THE DRAWINGS - 
prior to the start ofthe paragraph beginning "Further features and advantages 

Page 12, line 33, add section heading - DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS - prior to the start of th^p^agraph beginning "Figure 1 shows 
a tyre " 
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Add a new Page 36 after the claims, adding the following ABSTRACT OF THE 
DISCLOSURE . A new, separate Page 36 including the ABSTRACT OF THE DISCLOSURE is 



enclosed. 



-ABSTRACT OF THE DISCLOSURE 



A tyre for vehicle wheels includes a tread band having a tread pattern defined between 
two shoulder ends of the tyre. The tread pattern includes two lateral rows of grooves and at least 
one third row of grooves arranged between the lateral rows. All of the grooves are separate from 
one another so as to produce a pattern with no intercommunicating paths between the grooves. 
End portions of the grooves of the at least one third row extend outside a footprint of the tyre. A 
dimension of each of the grooves of the at least one third row relative to a length of the tyre 
footprint causes water drainage from underneath the tyre footprint. A tyre including the ability 
for acoustically signalling low air pressure, a method for checking tyre air pressure using an 
acoustic signal, and an acoustic signalling device for vehicle wheels are also disclosed.} 



IN THE CLAIMS: 



follows: 



Please cancel, without prejudice or disclaimer, claims 1-15, and add new claims 16-30, as 
,r ■ _ 



16. (new) A tyre for vehicle wheels, comprising a tread band, wherein the tread band 
includes a tread pattern defined between two shouldej? epps of the tyre axially opposite one 
another relative to an equatorial plane of the tyre, w^eirythe tread pattern comprises two lateral 
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